DC-12-HSC

SPEAKER CABLE

Conductor:

Material - Stranded high purity 99.99% oxygen free bare copper,
Construction - 65/0.25BS+0.008 No./mm,

Stranded Diameter- 2.35mm mm

Insulation :

Material - CL2 PVC,

Nom. Thickness - 0.25 (Ref.),
Diameter-3.4£0.1mm,
Color-Red, Black

Filler :
Material - 420D NYLON

Jacket:

Material - CL2 PVC,

Min. Thickness - 0.4 mm.,
Nom. Thickness - 0.5 (Ref.),
O.D.-7.8%0.2,

Color - WHITE (Middle- Matte)

Marking:
Nordkraft MULTI STRANDED HIGH PURITY-99:99% OFC SPEAKER CABLE
E326425 (UL) CM OR CL@DC-12-HSC

nordkraft

1 Year Limited Warranty

nordkraft  will repair or replace any defect in material or workmanship which
occurs during normal use of this product with new or rebuilt parts, free of
charge, for 1 year from the date of original purchase. This is a no hassle
warranty with no mail in warranty card needed. This warranty does not cover
damages in shipment, failures caused by other products not supplied by
nordkraft or failures due to accident, misuse, abuse, or alteration of the
product. This warranty is extended only to the original purchaser, and a
purchase receipt, invoice, or other proof of original purchase date will be
required before warranty repairs are provided.

This warranty gives you specific legal rights and you may have other rights
(which vary from state to state). If a problem with the product develops during
or after the warranty period, please contact noerdkraft or your dealer or any
dealer authorized service center.

Manufactured in China under strict supervision

norokraft
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